




















TOWER SOCKET



• Modern and Elegant
design
To facilitate life in a
gorgeous way

• Safety Shutter
To prevent electrical
shock by incorrect use

• Four directions
sockets
Allow accessing from
four different directions

• High efficient brass
conductor
Allows lager current
passing through

• Fire resistant High
quality plastic
enclosure
Provides outstanding
protection



TOWER SOCKET
Model 8592

9 x BS Socket + Surge Protection +
1.5M BS Cable (3Cx1.25) & Plugtop

Model 8593

8 x Euro Socket (Type E) +
Surge Protection + 4 USB slots + 1.5M
Euro Cable & Plugtop

8 x BS Socket + Surge Protection +
4 USB slots + 1.5M BS Cable (3Cx1.25)
& Plugtop

Model 8600AN AnthraciteColor

10A 8 x China Socket + Surge
Protection + + 4 USB slots + 1.5M Cable &
Plugtop

Model 8596USB WhiteColor

WhiteColorWhiteColor



TOWER SOCKET

8 x BS Socket + Surge Protection +
Wireless Charger + 1.5M BS Cable (3Cx1.25) &
Plugtop

Model 8602

8 x BS Socket + Surge Protection +
4 USB Slots + 1.5M BS Cable (3Cx1.25) &
Plugtop

Model 8593WG Color

8 x Euro Socket (Type E) +
Surge Protection + 4 USB slots + 1.5M
Euro Cable & Plugtop

Model 8600WG ColorWood Grain

Color White

Wood Grain

8 x BS Socket + Surge Protection +
4 USB slots + 1.5M BS Cable (3Cx1.25)
& Plugtop

Model 8593AN AnthraciteColor



TOWER SOCKET

Wireless Charger + 6 x BS Socket + Timer & 4
USB slots + Surge Protection + 1.5M BS Cable
(3Cx1.25) & Plugtop

Model 8593/A7111W White St. GeorgeColor

Wireless Charger + 4 x BS Socket + Bluetooth
& Speaker + Timer & 4 USB slots + Surge
Protection + 1.5M BS Cable (3Cx1.25) &
Plugtop

Model 8593/A3711EN Color

2 USB Slots + 4 x BS Socket + Night Light + 1 x
Universal Socket + ON/OFF Switch + Surge
Protection + 1.5M BS Cable (3Cx1.25) & Plugtop

Model 8593/D2811W Color White

8 x Universal Socket + Surge
Protection + 4 USB slots + 1.5M Cable &
Plugtop

Model 8597USB Color White



TOWER SOCKET
Model 8593/48 WO

8 x BS Socket + Surge Protection +
4 USB slots + 1.5M BS Cable (3Cx1.25)
& Plugtop

Model 8593/48 MC

8 x BS Socket + Surge Protection +
4 USB slots + 1.5M BS Cable (3Cx1.25)
& Plugtop

8 x BS Socket + Surge Protection +
4 USB slots + 1.5M BS Cable (3Cx1.25)
& Plugtop

Model 8593/48 UK

8 x BS Socket + Surge Protection +
4 USB slots + 1.5M BS Cable (3Cx1.25)
& Plugtop

Model 8593/48 EN St. GeorgeColorUnion JackColor

Blue/WhiteColorBlack/YellowColor



TOWER SOCKET
Model 8593/48 BG

8 x BS Socket + Surge Protection +
4 USB slots + 1.5M BS Cable (3Cx1.25)
& Plugtop

Model 8592GB

8 x BS Socket + Surge Protection +
4 USB slots + 1.5M BS Cable (3Cx1.25)
& Plugtop

9 x BS Socket +
1.5M BS Cable (3Cx1.25) & Plugtop

Model 8593/48 MB

8 x BS Socket + Surge Protection +
4 USB slots + 1.5M BS Cable (3Cx1.25)
& Plugtop

Model 8593/48 RG

Color Black/Grey Color Grey/Black

Color Metallic Blue Color Rose Gold
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EXTENSION



• Safety Shutter
To prevent electrical
shock by incorrect use

• High efficient brass
conductor
Allows larger current
passing through

• High conductivity
silver and copper
contact switch
Induces lower
temperature rise

• Individual power
switch
Reliable and sufficient
for 15000 cycles

• Fire resistant High
quality plastic
enclosure
Provides outstanding
protection



EXTENSION

Unfused 13A Rewireable 1 Gang Rubber Socket
+ 2M BS Cable (3Cx1.25) & Plugtop

Model 1121
Spec.

White / BlackColor
BS 1363/A

Unfused 13A Rewireable 2 Gang Rubber Socket
+ 2M BS Cable (3Cx1.25) & Plugtop

Spec.
Model 2122 White / BlackColor

BS 1363/A

Unfused 13A Rewireable 1 Gang Rubber Socket
+ 2M BS Cable (3Cx1.25) & Plugtop

Spec.
Model 8121 White / BlackColor

BS 1363/A

Unfused 13A, Rewireable 1 Gang Extension
Socket + 2M BS Cable (3Cx1.25) & Plugtop

Spec.
Model 2381 WhiteColor

BS 1363/A



EXTENSION

Unfused 13A, Rewireable 1 Gang Extension
Socket with Neon Indicator + 2M BS Cable
(3Cx1.25) & Plugtop

Model 2381N
Spec.

/Color
BS 1363/A

Unfused 13A, Rewireable 2 Gang Extension
Socket with Neon Indicator + 2M BS Cable
(3Cx1.25) & Plugtop

Spec.
Model 2382 WhiteColor

BS 1363/A

13A Unfused Rewireable 4G Extension Sockets
with Neon + 2M BS Cable (3Cx1.25) & Plugtop

Model 384
Spec. BS 1363/A

WhiteColor

Unfused 13A Rewireable 6 Gang Socket with
Neon Indicator + 2M BS Cable (3Cx1.25) &
Plugtop

Spec.
Model 386 WhiteColor

BS 1363/A



EXTENSION

Unfused 13A Rewireable 6 Gang Socket with
Neon Indicator + Surge Protection + 2M BS
Cable (3Cx1.25) & Plugtop

Spec.
Model 386P WhiteColor

BS 1363/A

Unfused 13A Rewireable 6 Gang Extension
Socket with Neon Indicator and Main switch +
2M BS Cable (3Cx1.25) & Plugtop

Model 386S
Spec. BS 1363/A

WhiteColor

Fused 13A, Rewireable 4 Gang Extension
Socket with Neon Indicator + 2M BS Cable
(3Cx1.25) & Plugtop

Spec.
Model 2385F WhiteColor

BS 1363/A

Unfused 13A, Rewireable 4 Gang Extension
Socket with Neon Indicator + Surge Protection
+ 2M BS Cable (3Cx1.25) & Plugtop

Model 2385P
Spec. BS 1363/A

WhiteColor



EXTENSION

Unfused 13A, Rewireable 4 Gang Extension
Socket with Neon Switch + 2M BS Cable
(3Cx1.25) & Plugtop

Model 2385S
Spec.

WhiteColor
BS 1363/A

Fused 13A, Rewireable 4 Gang Extension
Socket with Neon Switch + 2M BS Cable
(3Cx1.25) & Plugtop

Spec.
Model 2385SF WhiteColor

BS 1363/A

Unfused 13A, Rewireable 4 Gang Extension
Socket with Neon Switch + Surge Protection + 2M
BS Cable (3Cx1.25) & Plugtop

Model 2385SP
Spec.

WhiteColor
BS 1363/A

13A 2 Gang Extension Lead With Individual
Neon & Switch + 2M BS Cable (3Cx1.25) &
Plugtop

Model 7382
Spec. BS 1363/A

WhiteColor



EXTENSION

13A 3 Gang Extension LeadWith Individual Neon
& Switch + 2M BS Cable (3Cx1.25) & Plugtop

Model 7383
Spec.

WhiteColor
BS 1363/A

13A 4 Gang Extension Lead With Individual
Neon & Switch + 2M BS Cable (3Cx1.25) &
Plugtop

Spec.
Model 7384 White

/A

Color
BS 1363/A

13A 5 Gang Extension Lead With Individual
Neon & Switch + 2M BS Cable (3Cx1.25) &
Plugtop

Spec.
Model 7385 WhiteColor

BS 1363/A

13A 6 Gang Extension Lead With Individual
Neon & Switch + 2M BS Cable (3Cx1.25) &
Plugtop

Model 7386
Spec. BS 1363/A

WhiteColor



/

13A 4 Gang Extension Lead With Individual Neon & Switch + 2M BS Cable (3Cx1.25) & Plugtop with
- 8455P : 2A & 1C type USB Port 40W PD3.0 (with Surge Proctection)
- 8455 : 2A & 1C type USB Port 40W PD3.0
- 8456 : 1A & 2C type USB Port 65W PD3.0

Model 8455, 8455P, 8456, 8456P
Spec.

White / BlackColor
BS1363/A

EXTENSION

x2

Spec.
Model 7784 Black / CopperColor

BS 1363/A

13A 4 Gang Extension Lead with Idividual Neon
& Switch + 2M BS Cable (3Cx1.25) & Plugtop

Color
Model 7384

Metallic-Pink, Metallic-Blue, Champagne
Spec. BS 1363/A

4 x USB Slots 4800mA with 13A 4 Gang
Extension Lead With Idividual Neon & Switch +
2M BS Cable (3Cx1.25) & Plugtop
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8455

8455P

8456



CEILING PRODUCT AND
LAMPHOLDERS



CEILING PRODUCT AND LAMPHOLDERS

Spec.
Model Color

6AX Ceiling Switch, One Way with Pull Cord

863/864 White
BSEN 60669 / BS 3676

Model
Spec.

Color

16AX Double Pole Ceiling Switch

White
BSEN 60669
866

Model
Spec.

Color

6A Ceiling Rose with Clear Base

White
BS 67
3862 Model

Spec.
Color

OneWay / TwoWay Ceiling Switch, 6AX with Pull
Cord

White
BS 3676 / BSEN 60669
3863/3864



CEILING PRODUCT AND LAMPHOLDERS

6AX decorative 2W Ceiling pull cord switch in different plated cover color

Spec.
Model Color3864 Chrome /Nick/White /Brass / and more ...

BSEN60669

45A Double Pole Ceiling Switch With Mechani-
cal Indicator

Model
Spec.

Color Chrome /Nick/White/ Brass
BSEN 60669
SQ145

Victorian Style Cover 6AX 2 Ways Ceiling Switch
- Brass Vacuum Metalised

Model
Spec.

Color Chrome /Nick/White/ Brass
BSEN60669
V864BM



CEILING PRODUCT AND LAMPHOLDERS

B22 Cordgrip Lampholder + Short / Long
Skirt

Spec.
Model Color3844 White

BSEN / IEC 61184

B22 Switched Lampholder with M13
Thread Entry Cap + Short / Long Skirt

Model
Spec.

Color White
BSEN / IEC 61184
1845

6AX Ceiling Switch Plain Cover

Spec.
Model ColorP864 White

BSEN60669
Model
Spec.

Color

B22 Batten Lampholder + H.O. Skirt

White
BSEN / IEC 61184
1850



CEILING PRODUCT AND LAMPHOLDERS

B22 Angled Batten Lampholder + H.O.
Skirt

Model
Spec.

Color White
BSEN / IEC 61184
1850D

B22 Batten Lampholder with
Bigger Base ( Dia : 74mm) + H.O. Skirt

Spec.
Model Color1850LB White

BSEN / IEC 61184

B22 Angled Batten Lampholder + Short /
Long Skirt

Model
Spec.

Color White
BSEN / IEC 61184
1851D

B22 Dusk to Dawn Sensor Lampholder Adaptor

Spec.
Model Color285DK White

BSEN / IEC 60598



CEILING PRODUCT AND LAMPHOLDERS

Spec.
Model

Spec.
Model ColorColor

B22 Batten Lampholder + Integral
Terminal Block + H.O. Skirt

B22 Angled Batten Lampholder + Integral
Terminal Block + H.O. Skirt

38642 White
BSEN / IEC 61184

38642D White
BSEN / IEC 61184

Ceiling Pendant with B22 Lampholder
+ 6"or 9" Drop Cable

Model
Spec.

Color White
BS67 + EN61184 + EN50525
38624 Model

Spec.
Color

Ceiling Pendant fitted with E27 Lampholder
+ 6"or 9" Drop Cable

White
BS67 + EN60238 + EN50525
38627



426 427 425

726 727 725

CEILING PRODUCT AND LAMPHOLDERS

E27 Lampholder

Full Thread , Half Thread , Non Thread

Color White Spec. EN60238Model 726/727/725

Model 426/427/425

E14 Lampholder

Full Thread , Half Thread , Non Thread

Color White Spec. EN60238Model



CEILING PRODUCT AND LAMPHOLDERS

Decorative E14 & E27 Full Thread Lampholder

Color Decorative Spec. EN60238Model

Model

E27 Color Silicon Ceiling Pendant

Color Red, Orange, Grey, Blue Spec. EN60238Model
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Bottle Lampholder Adaptor E27 + Cord Set
and Inline Switch

Model
Spec.

Color White
BSEN / IEC 60598
1827CP

CEILING PRODUCT AND LAMPHOLDERS

Spec.

Switched Bottle Lampholder Adaptor B22 +
Cord Set

Spec.
Model Color1849CP White

BSEN / IEC 60598

Clip on Lampholder E27 + Cord set and Inline
Switch

Model

Model

Color3827D White
BSEN / IEC 60598

Clip on Switched Lampholder B22 + Cord
set

Spec.
Model Color3845D White

BSEN / IEC 60598





ADAPTOR / PLUGS / CONNECTOR



ADAPTOR / PLUGS / CONNECTOR
Model
Spec.

Color

13A, 3 Pin Thermoplastic Rewireable Plugtop
with Screw Type Cord Grip

White / Black / Clear
BS 1363/A
9639 Model

Spec.
Color

15A, 3 Round Pins Plugtop - Plastic

White
BS 546
1875

Model
Spec.

Color

5A, 3 Round Pins Plugtop - Plastic

White
BS 546
1876

Spec.
Model Color

2A, 3 Round Pins Plugtop - Plastic

1877 White
BS 546



ADAPTOR / PLUGS / CONNECTOR

Spec.
Model Color

FUSED 13A TRAVEL ADAPTOR.

0313
BS 5733 Spec.

Model Color

13A Fused 3 Pin Travel Adaptor ( Europe to UK )
C/W Safety Shutter

2968 White
BS 8546

Model
Spec.

Color

Thermoplastic Shaver Adaptor without Neon

White
BS 1363/3
4273 Model

Spec.
Color

Thermoplastic Shaver Adaptor with Neon

White
BS 1363/3
4273N



ADAPTOR / PLUGS / CONNECTOR
Model
Spec.

Color

Thermoplastic, Fused 13A Adaptor - 3 Way
without Neon

White
BS 1363/3
4339

Spec.
Model Color

Thermoplastic, Fused 13A Adaptor - 3 Way
with / without Neon

4339N White
BS 1363/3

Spec.
Model Color

Thermoplastic Unfused 13A Adaptor - 2 Way

4918 White
BS 1363/3 Spec.

Model Color

Conversion Plug

Converts Euro 2 Round Pin Plug to BS 13 A Fused
Plug

8938 White/Black



ADAPTOR / PLUGS / CONNECTOR

TRAVEL ADAPTOR (UK TO
EUROPE) CLASS I

Model
Spec. BS 8546

Color

TRAVEL ADAPTOR (UK TO US)

White2913G
Spec.
Model Color

TRAVEL ADAPTOR (UK TO
AUSTRALIA)

2913AU White
BS 8546

Model
Spec. BS 8546

Color White2916

Spec.
Model Color

5A Fixed Cable Connector + 2 Terminals +
Cord Grip

857 White
IEC 60670

Model
Spec.

Color

13A Fixed Cable Connector + 3 Terminals +
Cord Grip

White
IEC 60670
858



ADAPTOR / PLUGS / CONNECTOR

10A, 2 Pins Plug & Socket Cable Connector

Color White Spec. BS 5733Model 3855A

10A, 3 Pins Plug & Socket Cable Connector

Color White Spec. BS 5733Model 3855



ADAPTOR / PLUGS / CONNECTOR

5A, 2 Pins Plug & Socket Cable Connector

Color White Spec. BS 5733Model 3856A
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5A, 3 Pins Plug & Socket Cable Connector

Color White Spec. BS 5733Model 3856





DOOR CHIME



• Mechanical Ding-Dong
Sound
Brilliance Sound ever

• Loud and Clear Sound
minimum 80dB from 1
meter

• Connect straight from
AC~ mains
No extra battery
required

• Double insulated
Safe to use



DOOR CHIME

(110V/130V) (220V/240V) AC Dual Voltage
Direct Mains Input Ding Dong Door Chime

Model 6168AC
Spec. EN 55014 / EN 61000 BSEN 60335

WhiteColor

220-240V AC Transformer Type Ding Dong
Door Chime

Spec.
Model 6168A-C WhiteColor

EN 55014 / EN 61000 BSEN 61558

3V DC. Mechancial Ding Dong Door Chime

Model 6168DC-M
Spec.

WhiteColor
EN 55014 / EN 61000



DOOR CHIME

Plastic Bell Push Plastic Bell Push with Neon

Spec.
Model Color3360N

Spec.
Model Color3360 WhiteBlack

Illuminated Nameplate Plastic Bell Push

Model 4060 BlackColor
Spec.

3V DC. Wireless Door Chime Plastic Bell Push

Spec.
Model 3580 WhiteColor

EN 60065



DOOR CHIME

Plastic Bell Push, with/without Light, Black
Cover

Model 5526B White / Black
Spec.

Color

Plastic Bell Push, with/without Light

Model 5526B/T Chrome / Brass
Spec.

Color

White

Plastic Bell Push, with/without Light

Model 5526W Color
Spec.

Alloy Bell Push, with/without Light

Model 8526B/T Chrome / Brass
Spec.

Color



DOOR CHIME

White

Plastic Bell Push, With Light, White

Plastic Bell Push, With Light, Black Cover

Model N5526B Black

Model N5526W

Spec.

Spec.

Color

Color

Plastic Bell Push, with/without Light

Model 8526B/T Chrome / Brass
Spec.

Color

Alloy Bell Push, with/without Light

Model 8526/MBT Chrome / Brass
Spec.

Color
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WALL WIRING
ACCESSORIES



• Anti-bacterial
Restrain 99.99% growth
of bacteria

• Low CO2 emission
Only 1 tonnes CO2
emitted from 1 tonnes
material

• Low energy
consumption
50% energy
consumption
against Injection
moulding

• Fully independent
from oil
Produce from Natural
Gas, Water,
Ammonia,
Carbon dioxide,
Wood

• Fully bio – degradable
Contain 46% of nitrogen,
Perfect to use as fertilizer

• Fire Retardant
Never ever light up by fire

SQUARE EDGE
(ANTI-BACTERIAL)

SQ

Schuko & French Socket SQ



SM

• Anti-bacterial
Restrain 99.99% growth
of bacteria

• Low CO2 emission
Only 1 tonnes CO2
emitted from 1 tonnes
material

• Low energy
consumption
50% energy consumption
against Injection
moulding

• Fully independent
from oil
Produce from Natural
Gas, Water, Ammonia,
Carbon dioxide, Wood

• Fully bio – degradable
Contain 46% of nitrogen,
Perfect to use as fertilizer

• Fire Retardant
Never ever light up by fire

CONVEX SLIM
(ANTI-BACTERIAL)

* According to scientists featured in the Netflix documentary "Breaking Boundaries" in 2021, we have less than
10 years to change our daily carbon emissions, or else we may face the possibility of a Sixth Mass Extinction.



SSM

• Safety Shutter
To prevent electrical
shock by incorrect use

• High efficient brass
conductor
Allows larger current
passing through

• High conductivity
silver and copper
contact switch
Induces lower
temperature rise

• Individual power
switch
Reliable and sufficient
for 15000 cycles

• Fire resistant High
quality plastic
enclosure
Provides outstanding
protection

STEEL CONVEX SLIM

Available in Different Colour Finishing



STEEL CONVEX SLIM

Copper Brass Finish CBSM

Matt Black BKMC

Anthracite Finish ASM/E

Smart Socket



SMC

• Safety Shutter
To prevent electrical
shock by incorrect use

• High efficient brass
conductor
Allows larger current
passing through

ROUND EDGE CONTEMPORY

• High conductivity
silver and copper
contact switch
Induces lower
temperature rise

• Fire resistant High
quality plastic
enclosure
Provides
outstanding
protection

• Individual power
switch
Reliable and
sufficient
for 15000 cycles

• Safety Shutter
To prevent electrical
shock by incorrect use

• High efficient brass
conductor
Allows larger current
passing through

• High conductivity
silver and copper
contact switch
Induces lower
temperature rise

• Individual power
switch
Reliable and sufficient
for 15000 cycles

• Fire resistant High
quality plastic
enclosure
Provides outstanding
protection

STEEL FLAT PLATE

SFP



FS

• Safety Shutter
To prevent electrical
shock by incorrect use

• High efficient brass
conductor
Allows larger current
passing through

FLOOR SOCKET

• High conductivity
silver and copper
contact switch
Induces lower
temperature rise

• Fire resistant High
quality plastic
enclosure
Provides
outstanding
protection

• Individual power
switch
Reliable and
sufficient
for 15000 cycles

MX

• Safety Shutter
To prevent electrical
shock by incorrect use

• High efficient brass
conductor
Allows larger current
passing through

METAL CLAD

• High conductivity
silver and copper
contact switch
Induces lower
temperature rise

• Fire resistant High
quality plastic
enclosure
Provides
outstanding
protection

• Individual power
switch
Reliable and
sufficient
for 15000 cycles



FC

SCREWLESS

FC Series JC Series

Steel Cover
Glass Cover
Color Match Plastic Clip Frame
Clear Transparent Plastic Clip Frame

* Covers available in different colors

Screwless Products are available in following
combination



SOCKET with USB Slot

USB Type A (2.4A/3.4A)

USB Type A (QC 3.0) & USB Type C (PD 3.0) - Total : 20W

USB Type A (2.4A)

Schuko & French Socket with USB Type A (QC 3.0) & USB Type C (PD 3.0) - Total : 20W







WALL WIRING ACCESSORIES
Model Product Name Specification
681A/1 10AX 1 Gang 1 Way Switch Plate IEC60669-1
681A/2 10AX 1 Gang 2 Way Switch Plate IEC60669-1
680A 10AX 1 Gang Bell Switch Plate IEC60669-1
803 10AX Fan Switch Plate IEC60669-1
682A 10AX 2 Gang 2 Way Switch Plate IEC60669-1
83 10AX 3 Gang 2 Way Switch Plate IEC60669-1
81D 10AX 2 Way Retractive Switch Plate IEC60669-1

BSEN 60669-1
88 10AX Intermediate Switch Plate IEC60669-1
81DP 10AX 1 Gang Wall Switch – D.P. IEC60669-1
84/DP 20A D.P. 1 Gang Wall Switch Plate – Double Pole IEC60669-1
84/2 20 AS.P. 1 Gang 2 Way Wall Switch – Single Pole IEC60669-1
84N 20A D.P. 1 Gang Wall Switch Plate With Neon IEC60669-1
84K/DP 20A D.P. 1 Gang Secret Key Switch Plate IEC60669-1
84K/2 20A 1 Gang 2 Way Secret Key Switch Plate IEC60669-1
913 13A Single Socket Outlet BS1363
923 13A Twin Socket Outlet BS1363
913S 13A Single Switched Socket Outlet BS1363

81T Switch plate 10AX toggle

923S 13A Twin Switched Socket Outlet BS1363
913DP 13A Single Socket Outlet – Double Pole BS1363
923DP 13A Twin Socket Outlet – Double Pole BS1363
93 13A Fused Spur Unit BS1363-4
93N 13A Fused Spur Unit With Neon BS1363-4
930 13A Fused Spur Unit With Flex Outlet BS1363-4
930N 13A Fused Spur Unit With Neon With Flex Outlet BS1363-4
293 13A Fused & D.P. Switched Spur Unit BS1363-4
293N 13A Fused & D.P. Switched Spur Unit With Neon BS1363-4
2930 13A Fused & D.P. Switched Spur Unit With Flex Outlet BS1363-4
2930N 13A Fused & D.P. Switched Spur Unit With Neon With Flex Outlet BS1363-4
183 1 Gang Tv Socket
184 2 Gang Tv Socket
701P/LED 1 Gang 2 Way Trailing Edge DIMMER (PUSH ON/PUSH OFF)

2-100W LEDs Load / 10-100W Mains Halogen Load
702P/LED 2 Gang 2 Way Trailing Edge DIMMER (PUSH ON/PUSH OFF)

2-100W LEDs Load / 10-100W Mains Halogen Load
701P/400 1 Gang 2 Way 60/400w Dimmer (Push On/push Off)
702P/400 2 Gang 2 Way 60/400w Dimmer (Push On/push Off)

BSEN 60669

BSEN 60669

IEC 60669-1
Key cover plate types : SQ = Square edge ; FP = Flat plate ; SM = Slim convex ; MC = Round edge ; MX = Metal clad
Metal face plates are available in various decorative plating and decorative coating finishes



8554 2G Switched Socket Outlet C/W USB Charger Ports

WALL WIRING ACCESSORIES
Model Product Name Specification
191 20A Connection Plate
1 Single Mount Blanking Plate
2 Twin Mount Blanking Plate
186 45A D.P. 1 Gang Wall Switch BSEN 60669-1
186N 45A D.P. 1 Gang Wall Switch With Neon BSEN 60669-1
188 45A D.P. Cooker Switch & 13A Switched Socket BS4177
188N 45A D.P. Cooker Switch W/neon & 13A Switched Socket BS4177
286 45A D.P. Rectangular Switch BSEN 60669-1
286N 45A D.P. Rectangular Switch With Neon BSEN 60669-1
689 10AX 6 Gang 2 Way Switch Plate IEC 60669-1
90 10AX 4 Gang 2 Way Switch Plate IEC 60669-1
7230 Dual Outlet, Dual Voltage 115/230VAC Shaver Socket EN61558
8523M 2G Unswitched Socket Outlet C/W USB Charger Ports BS1363

(Combined Output 2400mA)
8553 2G Switched Socket Outlet C/W USB Charger Ports BS1363

BS1363

8995 Telephone Socket RJ-11 4 Pin.
8998 RJ-45 Cat5e Socket – Single

BS546
IEC 60669-1

8975S 15A Switched Socket
8684 10A 4 Gang 2 Way Switch In 3×3 Plate
8615 10A Universal Socket
8615S 10A Universal Socket – Switched
8425 10A 5 Pole Chinese Socket
8425S 10A 5 Pole Chinese Socket – Switched
8515/8525 1G Euro Socket / 2G Euro Socket (German)
8416/8426 1G Euro Socket / 2G Euro Socket (France)
8561 1G BS 13A Socket Switched And 2 USB (2400mA)

BS1363

BS1363
8561C 1G switched socket c/w 1A & 1C type USB port 20W P.D BS1363-2

9554 2G Switched Socket Outlet C/W USB Charger Ports BS1363

9561 1G switched socket c/w 1A & 1C type USB port 30W P.D BS1363-2

8563 2G BS 13A Socket Switched And 4 USB (4800mA) BS1363
8448 4 USB Face Plate (4800mA) EN60950-1
6380 10AX 1G Architrave Bell Switch

IEC 60669-1
IEC 60669-1

6381 10AX 1G Architrave Switch
IEC 60669-16382 10AX 2G Architrave Bell Switch

8562 1G BS 13A Socket Switched And 2 USB (3400mA)

(Combined Output 2400mA)

(USB-A QC3.0 + USB-C PD3.0 - 20W Max.)

(USB-A QC3.0 + USB-C PD3.0 - 30W Max.)



GRID MODULES

GRID PARTS



GRID MODULES
Model

G92N

G92

G91

G93

G71

G72

G88

G81/1

G81/2

Available with steel covers and various decorative finishes

Product Name

Indicator Module

Blank Insert Module

16A Flex Outlet

13A Fused Connection Unit

1 Way Dimmer 40/250 Watt

2 Way Dimmer 60/400 Watt

Intermediate 10AX Switch

1Way 10AX Switch

2Way 10AX Switch

Model

G81D

G81T

G84/DP

G84K/DP

G84N

G84/2W

GS2H

G801

G801/NB

Product Name

2Way Retractive Centre Off Sw

GRID switch 10AX toggle

1 Way DP 20AX Switch

1Way DP 20AX Key Switch

1Way DP 20AX Switch w/Neon

2Way Single Pole 20AX Switch

G84K/2W 2Way SP20AX Key Switch

Grid frames and accessories

10A single pole bell push
(Bell Marking)

Retractive switch no bell push



CONVERSION SOCKET

1G/2G To 4G Conversion Switched Socket With Surge Protection and 13A Fused

Color Spec. BS1363Model 8543

1G/2G To 3G Conversion Switched Socket With Surge Protection and 4USB (4800mA) + 13A Fused
OR 2A + 2C (PD3.0 40W Total) also available

Color Spec. BS1363Model 8533



CONVERSION SOCKET

1G To 2G Conversion Switched Socket and 2USB (2400mA)

Color Spec. BS1363Model 8532

1G To 2G Conversion Switched Adaptor and 2USB (2400mA)

Color Spec. BS1363Model 8530



CONVERSION SOCKET

1G To 2G Conversion Switched Socket

Color Spec. BS1363Model 8531

1G To 2G Conversion Switched Socket and USB A + C ( PD3.0 20W )

Color Spec. BS1363-2Model 8532C
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INSTALLATION BOX AND
ENCLOSURES



INSTALLATION BOX AND ENCLOSURES
Model
Spec.

Color

1 Gang Dry Lining Box (Inside 47mm, Outside
49mm)

847P White
BS 4662 / BS EN 60670

Model
Spec.

Color

1 Gang Dry Lining Box ( Inside 36mm, Outside
39mm)

899P White
BS 4662 / BS EN 60670

Model Color
Spec.

2 Gang Dry Lining Box ( Inside 36mm, Outside
39mm)

White
BS 4662 / BS EN 60670
900P Model

Spec.
Color

Two Gang Thermoplastic Base Box (Inside
48mm, Outside 50mm)

902P White
BS 4662 / BS EN 60670



INSTALLATION BOX AND ENCLOSURES
Model
Spec.

Color

Twin Single Gang Thermoplastic Base Box
(Inside 36mm, Outside 39mm)

905P White
BS 4662 / BS EN 60670

Model
Spec.

Color

2 Gang Dry Lining Box (Inside 47mm, Outside
49mm)

White
BS 4662 / BS EN 60670
947P

Model
Spec.

Color

Single Gang Pattress Box (Inside 16mm,
Outside 19mm) with Earth

897 White
BS 4662 / BS EN 60670

Model
Spec.

Color

Single Gang Pattress Box, ( Inside 25mm,
Outside 28mm ) with or w/o Earth

898 White
BS 4662 / BS EN 60670



INSTALLATION BOX AND ENCLOSURES
Model Color
Spec.

Single Gang Pattress Box (Inside 28mm,
Outside 32mm) with or w/o Earth

White
BS 4662 / BS EN 60670
899 Model

Spec.
Color

Twin Gang Pattress Box (Inside 30mm, Outside
33mm) with / without Earth

White
BS 4662 / BS EN 60670
900

Model
Spec.

Color

Twin Gang Pattress Box (Inside 25mm, Outside
28mm) with / without Earth

901 White
BS 4662 / BS EN 60670

Model
Spec.

Color

Twin Gang Pattress Box (Inside 41mm, Outside
44mm) with Earth and Cordgrip

902 White
BS 4662 / BS EN 60670



INSTALLATION BOX AND ENCLOSURES
Model
Spec.

Color

Twin Single Gang Pattress Box (Inside 26mm,
Outside 29mm)

905 White
BS 4662 / BS EN 60670

Model Color
Spec.

Single Gang Pattress Box (Inside 41mm,
Outside 44mm) with Earth and Cordgrip

White
BS 4662 / BS EN 60670
903

Model Color
Spec.

Dual Conversion Pattress Box ( Inside 25mm,
Outside 28mm)

White
BS 4662 / BS EN 60670
906 Model

Spec.
Color

Single Gang Pattress Box, ( Inside 25mm, Outside
28mm) with / without Earth and Radius Corner

White
BS 4662 / BS EN 60670
1899



INSTALLATION BOX AND ENCLOSURES
Model
Spec.

Color

Twin Gang Pattress Box, ( Inside 25mm, Outside
28mm) with / without Earth and Radius Corner

1901 White
BS 4662 / BS EN 60670

Model
Spec.

Color

1 Gang Architrave Back Box

6181A White

Model
Spec.

Color

2 Gang Architrave Back Box

6182A White



INSTALLATION BOX AND ENCLOSURES
Model Color
Spec.

20A Junction Box, 4 Terminals ( 4x1.5mm2) Star
Arrangement D-74mm

White / Black
IEC 60670
4822

Model
Spec.

Color

5A Junction Box, 4 Terminals (2x1.5mm2) Star
Arrangement D-61.5mm

White / Black
IEC 60670
4823 Model

Spec.
Color

20A Junction Box, 4 Terminals ( 4x1.5mm2) Line
Arrangement D-73.5mm

White / Black
IEC 60670
5822

Model
Spec.

Color

30A Junction Box, 3 Terminals ( 2x2.5mm2) Line
Arrangement D-74mm

4821 White / Black
IEC 60670



INSTALLATION BOX AND ENCLOSURES
Model
Spec.

Color

20A Junction Box, 6 Terminals (4x1.5mm2) Star
Arrangement D-85mm

6822 White / Black
BS EN 60999-1

Model
Spec.

Color

20A Junction Box, 4 Terminals (4x1.5mm2) Line
Arrangement D-81mm-Urea

White / Black
BS EN 60999-1
1822 Model

Spec.
Color

20A Junction Box, 6 Terminals (4x1.5mm2) Star
Arrangement D-89mm-Urea

2822 White / Black
BS EN 60999-1

Model
Spec.

Color

30A Junction Box, 3 Terminals (4x4mm2) Line
Arrangement D-88mm

6821 White / Black
IEC 60670



INSTALLATION BOX AND ENCLOSURES
Model Color
Spec.

30A Junction Box, 3 Terminals (4x4mm2) Line
Arrangement D-89mm-Urea

White / Black
BS EN 60999-1
3821 Model

Spec.
Color

20A Small Junction Box in Urea, 4 Terminals
(4x1.5mm2) Star Arrangement D-59.5mm

9822 White / Black
BS EN 60999-1

Model
Spec.

Color

100A connection box - S.P

8100 Black
BSEN 60998-2-1

Model
Spec.

Color

100A connection box - D.P

9100 Black
BSEN 60998-2-1



INSTALLATION BOX AND ENCLOSURES
Model
Spec.

Color

IP65 Outdoor Enclosure (Single And Double)

IX165 Grey
IP65

Model
Spec.

Color

IP65 Outdoor Enclosure (Single And Double)

Grey
IP65
IX265

Model
IP65

Color
Spec.

IP65 Outdoor Enclosure

IP65IX365 Model Color
Spec.

Single Steel Box, 16mm Depth with Earth

8116



INSTALLATION BOX AND ENCLOSURES
Model Color
Spec.

Single Steel Box, 25mm Depth with Earth

Zinc Plated
BS 4662 / IEC 60670
8125 Model

Spec.
Color

Single Steel Box, 35mm Depth with Earth

8135 Zinc Plated
BS 4662 / IEC 60670

Model Color
Spec.

Single Steel Box, 47mm Depth with Earth

Zinc Plated
BS 4662 / IEC 60670
8147 Model

Spec.
Color

Twin Steel Box, 25mm Depth with Earth

8225 Zinc Plated
BS 4662 / IEC 60670



INSTALLATION BOX AND ENCLOSURES
Model
Spec.

Color

Twin Steel Box, 35mm Depth with Earth

Zinc Plated
IEC 60670
8235 Model

Spec.
Color

Twin Steel Box, 47mm Depth with Earth

Zinc Plated
IEC 60670
8247

Model
Spec.

Color
IEC 60670
6835 Model

Spec.
Color

IEC 60670
8835D

x3

6/8G Metal Box 35mm depth for grid module 1G + 1G 35mm depth metal box
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LUMINAIRE



2813SD 2813 2813S 9109

LUMINAIRE
Model
Spec.

Color

2813 : Indoor Automatic LED Night Light

BS EN 60598
2813SD, 2813, 2813S, 9109

2813S : Indoor Automatic LED Night Light with ON/OFF/AUTO Switch Mode
9109 : Indoor Automatic Night Light + Fused Prismatic Diffuser

BS EN 60598

2813SD : Indoor Automatic LED Night Light Prismatic Diffuser

White

Dual Voltage 115/240v Shaver Light Fitting

Color White / Black Spec. EN 60598Model R73
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OTHERS



OTHERS
Model
Spec.

Color

Minature Toggle Switch, Metal Cover, 12V 3A
Low Voltage

820 Chrome / Nick /White / Brass Model
Spec.

Color

13A, 3 Pins Glow Light Plug

836 White
BS EN 60598

Model Color
Spec.

878 - Plastic 13A Socket Safety Cover

Brushed Steel1253 Model
Spec.

Color

890 - Pin Protector For 13A Plugtop

878/890

878890

White

Wall Mount LED flexi-light c/w Switch
and 2 USB Charge Port



OTHERS
Model
Color

1G Finger Plate art.1890

1890 , 2890
Various

2G Finger Plate art.2890
Available in Various Decorative Finishing



OTHERS

Model
Spec.

Color

Socket Tester For Correct Wiring

SP36 White
EN 61010

Model
Spec.

Color

1 Gang & 2 Gang Socket Decking Frame

9018/9048 White

9018

9048

In-Line Switched with and without Earth

9490 6A D.P with Earth , KSI 2A S.P Non Earth

Color Spec.Model 9490/9490C/9490B/9490G , KSI-D13N/9(P)

9490B 9490G 9490

KSI-D13N/9(P)

9490C
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